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Risk Assessment Template 
This template is to be used following the instructions outlined in the OHS risk management and planning procedure. The consequence and likelihood 

guide as well as the risk matrix are found at the bottom of the risk assessment table. Information gathered from the risk assessment and any additional 

controls identified can be added to the OHS risk register. For support in conducting a Risk Assessment contact the Statewide OHS Services team or 

OHS Advisory Service on 1300 074 715 or email safety@education.vic.gov.au. 
 
 

1. Information  

School Milawa Primary School Date: 20/7/2026 

Task or activity being 
assessed 

Establishment and ongoing management of a 
student loose-parts construction play area. 

Name of person/s conducting 
assessment: 

Craig Kerlin 

 

2.  Risk Assessment 

Hazard description and details List Current Risk Controls Risk Rating 
List Additional Controls (if any - where current controls are 

not adequately managing the level of risk) 

1 Loose Construction Materials: 
Splinters, cuts, or abrasions from 
rough wood/crates; crushing 
injuries if heavy items are dropped 
on feet/hands. 

• Material Restrictions: No treated pine, • 
Material Restrictions: Weight limits on 
items so they are manageable for primary 
students. • Enclosed footwear mandatory 
for all students entering the zone. 

Low 
• Student Briefing: Educate students to identify, avoid, 
and immediately report pieces of wood with sharp 
exposed nails.  
• Designated Bin: Place a specific "damaged wood" bin 
nearby where unsafe pieces can be safely set aside by 
staff or students.  
• Medical Readiness: Ensure first aid kits are stocked with 
appropriate antiseptic cleaner and band-aids for minor 
cuts or scratches. 

2 Fencing & Boundaries: Trips or falls 
near the boundary line; perimeter 
demarcation; unauthorized yard 
access outside of school hours due 
to an open-access design. 

• Highly visible perimeter fencing to 
clearly define the boundary of the 
construction zone.  
• Fenced perimeter features a permanent 
open walkway (no gate) to prevent finger-
pinch hazards from shifting gates. 

Low  

https://www2.education.vic.gov.au/pal/occupational-health-and-safety-ohs-risk-management/procedure
https://www2.education.vic.gov.au/pal/occupational-health-safety-wellbeing-management/guidance/useful-contacts#statewide-ohs-services-team
https://www2.education.vic.gov.au/pal/occupational-health-safety-wellbeing-management/guidance/useful-contacts#ohs-advisory-service-marsh-pty-ltd
mailto:safety@education.vic.gov.au
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2.  Risk Assessment 

Hazard description and details List Current Risk Controls Risk Rating 
List Additional Controls (if any - where current controls are 

not adequately managing the level of risk) 

3 Inadequate Line of Sight: Delay in 
responding to injuries or unsafe 
behaviour if materials block 
general yard duty visibility. 

• General yard duty supervision patrols 
the area as part of the standard roster. 

Low • Strict Tool Policy: Any loose hand tools (e.g., hammers, 
measuring tapes, or joiners) are only brought out when a 
staff member is directly stationed inside or right next to 
the zone to supervise. 
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2.  Risk Assessment 

Hazard description and details List Current Risk Controls Risk Rating 
List Additional Controls (if any - where current controls are 

not adequately managing the level of risk) 
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